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1 Dynamic Zone
Some customers want to have more than 16 channels or even 160 channels in a zone, and also other customers want more zones to use. For example, one radio could have 1,000 channels in a zone and also could have 250 zones. 1,000 * 250 pieces of memories could support it certainly, but it will cause too much space and further cause no need extra cost. 

Dynamic zone could balance the (channel/zone/cost) requirments by setting channels into zones dynamically. Then it just needs a much smaller memory size, say 4,000 memories in total. 
That means, if you wanted each zone has 1,000 channels, you just could have 4 zones;

If you wanted each zone has 16 channels, you could have 250 zones.

If you wanted two zone both have 1000 channles, and every other zone has 16 channel, you could have 127 zones. 

1.1 Set basic channels to be used by zones
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1.2 Add channels to a certain Zone
Please note, as at least one Easy Trunking channel is reserved to be added, just 999 normal channels could be set into a zone. The channels being added into a zone will occupy the flash memory in 16 times number size, if you wanted to Add a new channel into a zone by menu operation, please do not let a zone to have 16,32,48, 64,…., channels while CPS programming. Because those numbers will be regarded as full and will not be enabled to add a new channel by menu operation in the field.
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1.3 How to access CH17 or above

Some non-LCD models with 16-position channel switch even could support to have CHANNEL 17 or more. If needed, up to 1,000 channels could be added into a zone of these kinds of models. Then you needed added the Channel Up/Down programming keys, and press it to access. For an example,

Supposed the radio is at Channel 14 now at the beginning

1) Swtich the channel knob to Position 15, then change to CH15.
2) Press “Channel UP” programmable soft key, then change to CH16, though the Channel swtich postion is still at position 15th.

3) Press “Channel UP” again, then change to CH17

4) Press “Channel UP” again, then change to CH18
5) Swtich the channel knob from the current Postion 15 to Position 14, then change to CH14.
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